' ERCSION & SEDIMENT CONTROL NOTES:

1. EROSION & SEDIMENT CONTROL DEMIGES WILL BE FROPERLY
INSTALLED, PRIOR TO SITE DISTURBAN D MAINTANED IN GOOD
WORKING CONDITION UNTIL COMPLETION OF THE FROJECT,

2, ALL DISTURBED AREAS TO BE ESTABLISHED TO SUITABLE

PERENNIAL VEGETATION , ACCORDING TC USDA SCIL CONSERVATION
SERVICE DR GEDRGIA EXTEREION SERVCE SPECIICATIONS, GRAPHIC SCALE
IMMEDIATELY AFTER FINAL GRADING,

3. STREETS, SANITARY SEWERS, AWD STORM SEWERS WL BE
INSTALLED ANC BARE AREAS STABILZED BEFORE OFHER AREAS ARE
DISTURBED.

4. TEMPORARY VEGETATION AND/OR MULCH WILL BE PLACED ON AREAS
TO BE BARE FOR ANY LENGTH OF TIME BEFORE PERMAMENT
STABILIZATION.

5. ADDITICHAL EROSION & SEDIMENT CONTROL MEASURES WILL BE INSTALLED

TQ CONTROL SEDIMENT AND SILT FROM LEAWNG THE SITE AS DETERMINED
NECESSARY EY THE REGULATING GOVERNING AUTHORFTY,
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8. FIDVIDUAL BUILDERS SHALL BE HELD RESPOMSIBLE FOR
CONTROLLING SOIL EROSION Ok EIR IMDIVIDUAL LOTS IN
ACCORDARCE WITH THE ABOVE NOTES.

7. EVERY EFFORT SHOULD BE MADE TO CONSERWE AND PROTECT
MATURAL WEGETATION.

REVISION DESCRIPTION

8. SEDIMENT BARRIERS WLL BE PLAGED AT THE TOE OF ALL CUT AND
FLL SLOPES AND AROUNMD Atl DROP INLETS, ALSO BELOW ALL LOT
DISTURBAMCES WHERE EROSIVE RUNOFT MIGHT LEAVE THE SITE.

€. PERSON RESPONSIBLE FOR THE IMSTALLATION AMD MAINTENAMCE OF
EROSIGN CONTROL DEVISES AND MEASURES IS;

PROFILE. GROUP
52 MAPLE VALLEY WAY
VALLA RIGA, GA 30188
PHONE: 404~401~9830
24 HR CONTACT: MAX JOHNSON
10. ALL DRANAGE EASEMENTS MUST BE GRASSED AND RIP-RAPPED
AS REQUIRED TO CONTROL EROSION.
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17. ALL CONSTRUCTION MUST COHFORM TO LOCAL
GOVERNING AUTHORITY'S CONSTRUCTION STANDARDS.

12. ALL BURLDING SITES SHALL BE A MMINUM OF 4° ABOVE HIGH
WATER ELEVATION AND/OR THE 100-YEAR FLOOD ELEWATION.

13, EROSION CONTROL MEASURES WILL BE MAINTAIMED AT ALL JIMES. IF
FULL IMPLEMENTATION OF THE APPROVED PLAN DOES NOT DE FOR.

CONTROL, ADDITIONAL EROSION AND SEDIMENT
CONTROL. MEASURES SHALL BE IMPLEMENTED TO CONTROL OR TREAT
THE SEDIMENT SOURCE.

6TH DISTRICT
CITY OF TEMPLE

CARROLL & HARALSON COUNTY, GEORGIA

CONSTRUCTION SCHEDULE:
1. NOTIFICATION OF LOCAL GOVERNING AUTHORITY: DECEMBER 2004

LAND LOTS 1¥8, 179, 206 & 207

2. CONSTRUCTION OF ZEDIMENT COmTROL

DEVICES:  DECEMBER 2004

OF
WEBSTER LAKE, PHAE 1

3. STREET AND UTILITY COMSTRUCTION: DECEMBER 2004 — APRIL 2008
4. LAND STABILIZATION: WITHIN 14 DAYS OF ACHEWING FINAL GRADE
1. CLEARING AMD GRADING SHALL BE LIMITED TO AREAS DESIGHNATED

AS RIGHT-OF—WAT AND THOSE AREAS REQUIRED FOR STORM DRAMAGE,
DETENTION FACILITIES, AND UTILITES.

EROSION & SEDIMENTATION CONTROL PLAN

2. THE DEVELOPER IS RESPONSISLE FOR OBTAINING ANY PERMITS
THAT MAY BE REQUIRED FOR LAND CISTURBANCES AMO/OR BUFFER
REQUEREMENTS,

THE SOIL TYPES FOR: THIS DEVELOPMENT PER
THE CARROLL 4 HARALSGN COUNTY SOIL SURVEY
FSSUED IN KOVEMBER 1881 ARE Gfs (CHEWACLA),

DrD2 (DAVIDSON], Dra2 (DAVDSON], MDCS
{RADISON), MhCZ (MADISON), MhDZ (MADISOR),
HaE (MASADAY.
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